
Used materials improved twilight clock 
All parts are needed 1x and available from AliExpress unless specified otherwise. 

Control unit 

 
38x88x100mm  

Black Aluminum Enclosure. 

 
16x2 character LCD display with 

piggyback I2C module 5V. 

 
 

 Arduino Nano without headers. 

 
DS 3231 Real time clock (RTC) 

 
LIR 2032 rechargeable battery 
(Normal battery will not do) 

 
Quad Op Amp 

 
Rotary encoder with push button. 

 
20*15,5mm black metal knob 

  
HLK-PM01 (5V) Power module. 

 
5V/220V solid state relay module 

 
2x 3.5mm 4-pole audio socket 

 
10K resistor 

 
3.5mm 3-pole audio socket 

 
 Heat shrink tube 16mm for 

isolating modules. 
 

4 pieces M3 locknuts. 

 
4 pieces 5mm M3 bolt. 

 
Power socket C8 

 
Power cable with c7. 

  



 

 

 

 
LDR sensor 4-pin analog out. 

 
230V cable 

 
Socket outlet ungrounded. 

 

Light sensor 

 
Round aluminum tube Ø10mm 

 
Round aluminum tube Ø30mm. 

 
LDR 3mm 

 
2-pole cable 

 
3.5mm 4-pole audio plug 

 
Double sided velcro tape 

 

PIR sensor 

 
38x88x100mm  

Black Aluminum Enclosure. 
 

PIR sensor (all day) 
 

3.5mm 4-pole audio plug 

 
3-pole cable 

 
Rubber cable ring   

 

 

  

https://www.kopp.eu/en/produkt/3-way-multiple-socket-outlet-with-illuminated-switch-2-pole-with-45-turned-sockets-with-shutter-cable-1-4-m-2/


 
Remote control 

 
38x88x100mm  

Black Aluminum Enclosure. 
 

Push button (short) 
 

2.2K and 5K resistors 

 
2x 1n 1N4148 diode 

 
 

3mm RG LED 
 

3.5mm 3-pole audio socket 

 
1x 1/2/3m 3.5mm 3-pole  

male/male cable 
 

Rubber cable ring  
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